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EROSION CONTROL:

AREAS THAT MAY BE SUSCEPYIBLE I() EROS
SHALL
PREVENT 1

NED BY THE ENGINEER
TION IS UNDERWAY 10O

SARY SOIL EROSION.

EARTH STOCK] S SHALL BE TEMPORARIL DED IF THEY ARE TO REMAIN UNUSED
FOR MORE THAT FOURTEEN DAYS. PERIMETER EROSION BARRIER SHALL SURROUND THE
STOCKPILE.

AS CONSTRUCTION PROCEEDS, THE CONTRACTOR SHALL INSTITUTE THE FOLLOWING A8
DIRECTED BY THE ENGINEER:
PLACE TEMPORARY FROSION CONTRO). FACILITIES AT LOCATIONS SHOWN ON THE
PLANS AND AT LOCATIONS DIRI BY THE ENGINEER.
TEMPORARILY SEED ER("DAB‘ EBA ARTH ON A WEEKLY BASIS TO MI]\IMIZE THE

BUILD NECESSARY EMBANKMENT AT CULVERY J_()(“ATIOI\«S AND THE\I EXCAVATE
AND PLACE ERT.

CONTINUE BUILDING UP THE EMBANKMENT TO THE PROPOSED GRADT WHILE AT
THE SAME TIME, PLACING PERMANENT EROSION CONTROL STUICH AS RIPRAP INTCH
LINING AND CONDUCTION FINAL SHAPING TO THE SLOPES

EXCAVATED AREAS AND EMB.

MENT SHALL BE SODDED OR TEMPOR -\I\H‘; SEEDED
HAVE

ALL BE TEMPORARILY SJ:thJ

SEDIMENT COLLECTED DURING CONSTRUCTION OF THE VARIOUS TEMPORARY EROSION

CONYROL SYSTEMS SHALL BE DISPOSED OF ON THE SITE ON A REGULAR BASIS AS

DIRECTED BY THE ENGINEER THE COST OF THIS MAINTENANCE SHALL BE INCLUDED IN

THE UNIT BID PRICE FOR EARTH EXCAVATION.

TEMPORARY DITCH CHECKS SHALL BE LOCATED AT EVERY 1.5 FT. FALLRTSE IN DITCH
GRADE.

TEMPORARY EROSION CONTROL SEEDING SHALL BE APPLIED AT A RATE OF 100
LBS/ACRE.

ALE H(OS N CONTROL ITE
PREV] (ON PLAN AND BE
AND AS DESCRIBED IN THE

l O\V THE SlORM W, ATTR POLLUTION

L PRO\]QI()IV AND AS DIRECTED BY THE ENGINEER.

SOIL DISTURBANCE SHALL BE CONDUCTED IN SUCH A MANNER AS TO MINIMIZE
EROSION. SOIL STABILIZATION MEASURES SHALL CONSIDER THE TIME OF YEAR, SITE
CONDITIONS AND THE USE OF TEMPORARY OR PERMANENT MEASURES.

SOIL EROSION AND SEDIMENT CONTROL FEATURES SHALL BE CONSTRUCTED PRIOR. 10
THE COMMENCEMENT OF HYDROLOGIC DISTURBANCE OF UPLAND AREAS.

. AREAS OR EMBANKMENTS HAVING SLOPES GREATER THAN OR EQUAL TO 3H:1Y SHALL
BE STABILIZED WITH SOD, MAT OR BLANKET IN COMBINATION WITH SEEDING

EROSION CONTROL BLANKET SHALL BE REQUIRED ON ALL INTERIOR DETENTION BASIN
SIDE SLOPES BETWEEN NORMAL WATER LEVEL AND HIGH WATER LEVEL.

ALL STORM SEWER:
SHALL BE PROTEC
PIPE PROTECTION).

HAT ARE OR WILL BE FUNCTIONING DURING CONSTRUCTION
. BY AN APPROPRIATE SEDIMENT CONTROL MEASURE (INLET AND

ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL BE REMOVED
WITHIN 30 DAYS AFTER FINAL SITE STABILIZATION IS ACHI OR AFTER THE
TEMPORARY MEASURES ARE NO LONGER NEEDED. THE COST OF THIS REMOVAL SHALL
BE INCLUDED IN THE UNFIT BIN PRICE FOR THE VARIOL'S TEMPORARY EROGSION CONTROL
PAY ITEMS.
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HARDING
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AN

{FAU| SECTION

COUNTY

TOTAL {SHEET

SHEETS! NO.

12647 99-00142-07-WR

LAKE

256 1 G4

CONTRACT NO: 83815
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15, ALL TEMPORARY AND PERMANENT EROSION CONTROL MFASURES MUST BE

MAINTAINED AND REPAIRED AS NEEDED. THE PROPERTY OWNER SHALL BE ULTIMATELY
RESPONSIBLE, FOR MAINTENANCE AND REPATR

. A STABILIZED MAT OF AGGREGATE UNDERLAIN WITH FILTER CLOTH (OR OTHER

APPROPRIATE MEASURE) SHALL BE LOCATED AT ANY POINT WHERE TRAFFIC WiLL BE
ENTERING OR LEAVING A CONSTRUCTION SITE TO OR FROM A PUBLIC RIGHT-OF-WAY,
STREET, ALLEY OR PARKING AREA. ANY SEDIMENT OR SOJL REACHING AN IMPROVED
PUBLIC RIGHT-OF-WAY, STREET, ALLEY OR PARKING AREA SHALL BE REMOVED BY
SCRAPING OR STREE FANING AS ACCUMULATIONS WARRANT AND TRANSPORTED 10
A CONTROLLEDY QH)IM}‘N\ DISPOSAL AREA,

SOIL STOCKPILES SHALL NOT BET.OCATED IN A FLOOD PRONE AREA OR A DESIGNATED
BUFFER PROTECTING WATERS OF THE UNITED STATES.

TF DEWATERING SERVICES ARE USED, ADJOINING PROPERTIES AND DISCHARGE
LOCATIONS SHALL BE PROTECTED FROM EROSION. DISCHARGES SHALL BE ROUTED
THROUGH AN EFFRCTIVE SEDIMENT CONTROL MEASURE (E.G. SEDIMENT TRAP,
SEDIMENT BASIN, OR OTHER APPROPRIATE MEASURE.

THE EROSION CONTROL MEASURES INDICATED ON THE PLANS ARE THE MINIMUM
REQUIREMENTS. ADDITIONAL MEASURES MAY RE REQUIRED, AS DIRECTED BY THE
FNGINEER OR GOVERNING AGENCY.

NOTE: SEE SUGGESTED STAGES OF CONSTRUCTION

A FOR ADDITIONAL LOCATIONS REQUIRING

AGE 1
EROSION CONTROL ITEMS.

EXISTING
GROUND

14*
MIN.»

COARSE
AGGREGATE (CA-1)

* MUST EXTEND FULL WIDTH
OF INGRESS AND EGRESS
OPERATION.

N:\LIBERTYVLLE\99-389 \Civil\99389_0l.ecp

N:\LIBERTYVLLE\99-389\CIvii\99389.TBL

12/2/2005

1:50

| 125+00

NOTE:

A TEMPORARY OVER EXCAVATION OF

10 FT DEEP BY 10 FT WIDE BY 25 FT LONG
SHALL BE INSTALLED AT THE OUTLET FOR
THE DETENTION POND.

TEMPORARY RISER
(SEE DETAIL)

:—— XISTING

Q

E
| PAVEMENT

CONSTRUCTION ENTRANCE PLAN VIEW

A
EXISTING
GROUND
v@% A

6" MIN,

N SIDE ELEVATION

EXISTING
PAVEMENT

MOUNTABLE BERM
(OPTIONAL)

BEGIN RECONSTRUCTION
STATION '121+66, 00

LEGEND:

MATCH LINE STA.124400

L3 INLET AND PIPE PROTECTION

- TEMPORARY DITCH CHECK
O

INLET FILTER

PERIMETER EROSION BARRIER

EROSION CONTROL BLANKET

STABILIZED CONSTAUCTIHN ENTRANCE
N

| 135+00

50

40’

MATCH LINE STA.124+00

END RECONSTRUCTION

STA, 125+08.

RIDGEWOOD LANE "%

Bur;tzﬂ LD ROAD EX RoW

.~ TRASH RACK
717,00 A<

~— 12 PERFORATED PVC
WRAPPED IN FILTI
FABRIC ( TEMP.)

MORTAR IN PLACE
PROPOSED STORM

— SEWER PIPE P21i2

CONCRETE BLOCK—/ NOTE:
INSTALL PERFORATED RISER PRIOR 10 STRIPPING
SOD IN ARE. oP. DI
TEMPORARY RISER DETAIL MAINTAIN RISER FOR DURATION OF CONSTRUCTION.
NS

MATCH LINE STA.138+00
SEE SHEET NO.55
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SCALE IN FEET

ILLINOIS DEPARTMENT OF TRANSPORTATION
FAU 2647 — BUTTERFIELD ROAD
EROSION CONTROL PLAN

BUTTERFIELD ROAD

STA.121+66 TO STA.138+00
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